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Facility 1D: 30839

Application ID: 1600991
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CDBS Antenna System ID: 123047

Azimuth  Eipeg Estd Baug

0 1131. 59 1188. 40

5 1108. 34 1163. 99
10 1051. 13 1103. 94
15 963. 13 1011. 56
20 849. 64 892. 43
25 717. 88 754. 14
30 577.02 606. 33
35 439. 07 461. 62
40 322.73 339. 68
45 260. 11 274.12
50 277. 28 292. 09
55 347. 96 366. 11
60 433. 31 455, 58
65 514.73 540. 97
70 585. 24 614. 95
75 642. 45 674. 98
80 685. 85 720.52
85 715. 66 751. 81
90 732. 31 769. 29
95 736. 13 773. 30
100 727. 20 763. 93
105 705. 34 740. 98
110 670. 14 704. 04
115 621. 22 652. 70
120 558. 55 586. 95
125 483. 23 507. 93
130 398. 98 419. 59
135 316. 22 332. 86
140 261. 40 275. 47
145 276.19 290. 95
150 364. 97 383. 94
155 492. 93 518. 11
160 633. 78 665. 88
165 772. 24 811.19
170 897. 67 942. 85
175 1001. 73 1052. 08
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand

the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC's Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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Theoretical pattern RMS. 674.32
Standard pattern RMS;  708.43

Azimuth  Eheg Estd Baug
1077. 94 1132. 08
1121. 81 1178. 14
1131. 12 1187.91
1105. 99 1161. 53
1048. 85 1101. 54

964. 15 1012. 63
857. 99 901. 20
737. 64 774. 88
611. 24 642. 23
487. 84 512.77
378. 21 397. 82
296. 54 312. 25
258. 70 272. 65
267. 48 281. 84
304. 12 320. 19
347. 89 366. 04
387. 09 407.12
416. 39 437. 84
433. 50 455,78
437. 49 459. 96
428. 20 450. 22
406. 05 427.00
372. 39 391.72
330. 46 347.78
287. 64 302. 94
259. 27 273. 24
267. 85 282.22
324.78 341. 83
419. 60 441. 21
536. 21 563. 51
661. 97 695. 47
786. 98 826. 66
902. 59 948. 01
1000. 98 1051. 29
1075. 30 1129. 31
1120. 07 1176. 31




